
Vertu
Low Ambient Kit (Optional)

Compared with 120渎 、度 °Square Wave DC Inverter driving 

technology,the new 180° Sine Wave DC inverter driving technology 

has considerable advantages:

1.Appliable muchwider range of frequency and voltage

2.More efficient and energy saving

3.Smooth running,low noise and vibration

4.More reliable in operation

DC Inverter 180° Sine Wave

Indoor model ASV1-09HRFN1-MT0W ASV1-12HRDN1-MQ0W ASV1-18HRDN1-MQ0W ASV1-24HRDN1-MQ0W ASV1-12HRDN1-MS4W ASV1-18HRDN1-MR0W

Outdoor model AOC-09HFN1-MTOW AOC-12HDN1-MQ0W AOF-18HDN1-MQ0W AOG-24HDN1-MQOW AOC-12HDN1-MS4W AOF-18HDN1-MR0W

Capacity

Cooling Capacity Btu/h 9000 12000 18000 24000 12000 17500

kW 2.63 3.51 5.27 6.74 3.51 5.13

heating Capacity Btu/h 10000 12500 18000 24000 12500 18000

kW 2.93 3.66 5.27 7.03 3.66 5.27

Electrical parts

Power Supply V~,Hz,Ph 208-230V,60Hz,1Ph 208-230V,60Hz,1Ph 208-230V,60Hz,1Ph 208-230V,60Hz,1Ph 208-230V,60Hz,1Ph 208-230V,60Hz,1Ph

Power Input (W) Cooling 700 1150 1500 2150 950 1370

Heating 760 1200 1420 2050 1030 1380

Operating Current (A)     Cooling 3.5 5.2 6.8 9.7 4.2 6.0

Heating 3.8 5.4 6.3 9.5 4.5 6.0 

Performance

SEER 19 17 17 17 19.4 18

Energy star YES NO YES NO YES YES

Air Flow Volume Indoor(m3/h) 700 570 1050 1250 700 1050

Noise Level ( dB(A))     Indoor(Hi/Med/Lo) 40/35/29 40/35/29 42/39/34 47/44/40 40/35/29 42/39/34

Outdoor 52 54 56 58 54 56

Dimension & Weight

Net Dimension (mm) Indoor (W*H*D) 845x286x165 845x286x165 1080x320x200 1080x320x200 845x286x165 1080x320x200

in 33 4/16×11  4/16×6 8/16 33 4/16×11  4/16×6 8/16 42 8/16×12 10/16×7 14/16 42 8/16×12 10/16×7 14/16 33 4/16×11  4/16×6 8/16
42  8/16×12 10/16×7 
14/16

Outdoor (W*H*D) 760×590×285 760×590×285 845×695×335 895×860×330 760×590×285 845×695×335

in 29 15/16×23 4/16×11  4/16 29 15/16×23 4/16×11  4/16 33 4/16×27  6/16×13  3/16 35  4/16×33 14/16×13  29 15/16×23 4/16×11  4/16 33 4/16×27  6/16×13  3/16

Net Weight (kg) Indoor/Outdoor 9/38.5 10/40 15/56 15/64 10/40 15/56

ib 20/85  22/88  33/123  33/141  22/88  33/123

Packing Dimension (mm) Indoor (W*H*D ) 905x355x285 905x355x285 1180x425x310 1180x425x310 905x355x285 1180x425x310

in 35 10/16×14×11  4/16 35 10/16×14×11  4/16 467/16×1612/16×12  3/16 467/16×1612/16×12  3/16 35 10/16×14×11  4/16
46  7/16×16 12/16×12  
3/16

Outdoor (W*H*D ) 887×655×355 887×655×355 965×755×395 1043×915×395 887×655×355 965×755×395

in 34 15/16×25 13/16×14   34 15/16×25 13/16×14   38×29 12/16×15  9/16 411/16×36×15  9/16 3415/16×25 13/16×14  38×29 12/16×15  9/16

Gross Weight (kg) Indoor/Outdoor 11/41  13.5/41.5  20/54  20/67  13.5/41.5  20/54

Gross Weight (ib) ib 24/90  30/92  44/119  44/147  30/92  44/119

Piping Size (mm) Liquid Ø6.35(1/4") Ø6.35(1/4") Ø6.35(1/4") Ø9.53(3/8") Ø6.35(1/4") Ø6.35(1/4")

Gas Ø9.53(3/8") Ø12.7(1/2") Ø12.7(1/2") Ø16(5/8") Ø12.7(1/2") Ø12.7(1/2")

Stuffing Quantity Stuffing Quantity (Set) 20'/40'/40'HQ 96/196/238 96/196/238 66/135/150 50/112/120 96/196/238 66/135/150

Specifications_Vertu 

Split

The air conditioner with a special built-in Low Ambient Kit can be 
used to continue creating air conditioning in temperatures below －

15˚°C. For those special places such as computer station or 
power station where cooling function is necessary even in winter.
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Filter

Low Ambient
Cooling

Note: Some Features are not standard, please refer to the technical supports and sales representatives.

Remark:			
1.The above designs and specifications are subject to change of product improvement without prior notice.
2.The noise level data reflects the level in anechoic chamber.
3.Please refer to page 9 for the applicable area of the air conditioner and page 10 for the dehumidifier capacity matching

(recommended values suggested by "energy star"website).

Also Available  in 30,000 & 36,000 Btuh

Also Available in
30,000 & 36,000 Btuh
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  DC InverterSuper DC InverterR-410AR-410A
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Note: Some Features are not standard, please refer to the technical supports and sales representatives.

Remark:			
1.The above designs and specifications are subject to change of product improvement without prior notice.
2.The noise level data reflects the level in anechoic chamber.

-AHRI & ETL Certified 
-15 SEER High efficiency Inverter
-Eco Friendly R410a refrigerant
-Self cleaning evaporator
-Easy to install
-LCD Remote control
-LED Display panel
-Quiet sound level
-Includes 3 meter copper kit with inter-
connecting cable.

Model   AOMCF112DPE15       AOMCF12DPE15         AOMCF18DPE15                AOMCF24DPE15    

Features
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